
Introducing Radiant ThermaSheet

ThermaSheet can be used to construct simple 
structures such as washstands, shower enclosures, 
bath panels, steam rooms and spa structures, in some 
cases without the need for additional supporting 
timber/steel frame structures. The strength of 
ThermaSheet is in its complex composite construction. 
The closed cell structure means it has excellent 
properties for waterproofing both walls and floors, as 
well as insulating beneath underfloor heating.*
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Tile backer/insulation boards

ThermaSheet’s waterproofing and insulation properties 
are useful in both internal and external wet areas that 
are exposed to moisture. The specially manufactured 
cement polymer coated board gives the ideal surface to 
lay your tiles directly.

PRODUCT CODE THICKNESS (MM) SIZE (MM)

RTTBB-06-1200 6 1200 x 600

RTTBB-10-1200 10 1200 x 600

RTTBB-10-2400-900 10 2400 x 900

RTTBB-12-1200 12 1200 x 600

RTTBB-12-2400-900 12 2400 x 900

RTTBB-20-1200 20 1200 x 600

RTTBB-50-1200 50 1200 x 600

RTTBB-50-2500-1200 50 2500 x 1200

RTTBB-100-2500-1200 100 2500 x 1200

Wall niches

Radiant ThermaNiche prefabricated and waterproofed 
wall niches are perfect for easily creating additional 
storage in your shower.

PRODUCT CODE EXTERNAL SIZE (MM)

REGULAR NICHES

RSN01 / RSN05 (90/70 mm) 355 x 355

RSN02 / RSN06 (90/70 mm) 425 x 365

RSN03 / RSN07 (90/70 mm) 605 x 355

RSN04 / RSN08 (90/70 mm) 905 x 260

RSN09 (90 mm) 625 x 425

RSN10 (90 mm) 1000 x 355

RSN12 (90 mm) 1500 x 345

CURVED NICHES

RSNC20 (90 mm) 350 x 450

RSNC21 (90 mm) 350 x 600 

#	RSN09
   Ideal for brick course.

*	Recommended adhesives
	 Brick or render walls: Mapei Keraflex Maxi S1 or equivalent.
	� Stud walls: Sikaflex 11FC or equivalent plus mechanical fixing 

with thermasheet stainless washers and screws.
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For further information please go to www.radiant.com.au

Radiant Australia Pty Ltd Unit 1 / 18 Profit Pass, Wangara, WA 6065 
Telephone: 08 9302 4140   Fax: 08 8490 2343   Email: orders@radiant.com.au

Curved boards

The curved boards have a scored surface to one face  
allowing the board to bend easily around pre-formed  
sub structures. It can be used to create archways and 
curved walls, or clad curved bathtubs or spas.

PRODUCT CODE THICKNESS (MM) SIZE (MM)

RTTBBC-20-1250 20 1250 x 600

RTTBBC-20-2500 20 2500 x 600

RTTBBC-30-1250 30 1250 x 600

RTTBBC-30-2500 30 2500 x 600

Achievable radius is approx. 
20cm. Where a smaller radius 
is required the grooves can be 
routed out further to create a 
tighter curve.

Shower seats

Radiant shower benches and corner benches have been 
designed and manufactured to provide a tile ready, 
sturdy, lightweight site assembly solution for installing 
seats in showers, steam rooms and saunas.

PRODUCT CODE SIZE (MM)

SINGLE SEAT

RSB-1200 1200 x 450 x 470

RSBC-1200 1200 x 450 x 470

RSBCB-1200 1200 x 586 x 870

CORNER SEAT

RSB-CNR-1000 1000 x 450 x 470

RSBC-CNR-1000 1000 x 450 x 470

RSBCB-CNR-600 600 x 600 x 870

Wedge/shower trays

Our shower trays are designed to make the  
tiling of walk-in showers simple. Designed  
for projects where falls to floor need to  
be created over existing level floors  
in wet rooms and balconies.  
Our predetermined boards  
have a fall of 25 – 10 mm.

PRODUCT CODE THICKNESS (MM) SIZE (MM)

RST 10 - 25 1000 x 1500

25 mm 10 mm
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‡RTTBBC-20-2500
  20mm board will allow
  for tighter curves.


